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Size-controlled fluorescent nanodiamonds: a facile
method of fabrication and color-center counting

Remi Mahfouz,†a Daniel L. Floyd,†b Wei Peng,a Jennifer T. Choy,b Marko Loncarb

and Osman M. Bakr*a

We present a facile method for the production of fluorescent diamond nanocrystals (DNCs) of different

sizes and efficiently quantify the concentration of emitting defect color centers (DCCs) of each DNC size.

We prepared the DNCs by ball-milling commercially available micrometer-sized synthetic (high pressure,

high temperature (HPHT)) diamonds and then separated the as-produced DNCs by density gradient

ultracentrifugation (DGU) into size-controlled fractions. A protocol to enhance the uniformity of the

nitrogen-vacancy (NV) centers in the diamonds was devised by depositing the DNCs as a dense

monolayer on amino-silanized silicon substrates and then subjecting the monolayer to He+ beam

irradiation. Using a standard confocal setup, we analyzed the average number of NV centers per crystal,

and obtained a quantitative relationship between the DNC particle size and the NV number per crystal.

This relationship was in good agreement with results from previous studies that used more elaborate

setups. Our findings suggest that nanocrystal size separation by DGU may be used to control the

number of defects per nanocrystal. The efficient approaches described herein to control and quantify

DCCs are valuable to researchers as they explore applications for color centers and new strategies to

create them.
Introduction

Diamonds possess outstanding mechanical robustness, chem-
ical inertness, biocompatibility, and optical transparency over a
broad range of wavelengths (200–2000 nm).1,2 Moreover, dia-
monds can accommodate over 500 types of defect color-centers
(DCCs), many of which are optically active, with long emission
and spin coherence times, as well as thermally stable and
resistant to photo-bleaching.1 These characteristics of DCCs,
combined with the properties of the host diamond crystal,
have enabled the demonstration of many novel applications
in metrology,3 sensing,4 super-resolution microscopy,5,6 bio-
labeling,7,8magnetometry,9 quantum computation, and quantum
communications.10–12 For example, the negatively charged and
brightly emitting nitrogen-vacancy (NV) center, which is themost
widely studied DCC in diamonds, has been used as a nanoscale
NMR to map and sense magnetic spins in individual mole-
cules,4,13 a stable source of single photons at room temperature,14

a highly sensitive temperature sensor, and a quantum qubit that
can be manipulated with photons and magnetic elds.15 The
ability to control the placement and concentration of the DCC
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with respect to the specic nanostructure, such as a photonic
cavity or a tip of a scanning probe, is essential for such
applications.16

Although top-down approaches like focused ion-beam
implantation16–18 have succeeded in the placement of individual
DCCs with nanometer precision within functional nano-
structures in proof-of-concept devices, they remain challenging
in terms of scalability and cost.

Alternatively, DCCs may be embedded in colloidally
dispersed diamond nanocrystals (DNCs),19,20 thereby combining
the desirable properties of diamonds with the potential benets
of supramolecular nanoparticle chemistry. The surface of a
DNC can be appended with various functional moieties and
molecules21–23 that provide an added dimension of molecular
recognition and bottom-up-directed self-assembly.24 Indeed, by
tailoring the chemical interaction between the nanoparticle and
specically patterned patches on a substrate (e.g., by conven-
tional photolithography, so lithography, or dip-pen nano-
lithography), researchers are able to control the placement of
individual nanoparticles and of ensembles of nanoparticles on
the substrate with nanometer precision.25

However, several challenges need to be overcome before
such a scheme could become a viable way to direct the place-
ment of DCCs on functional nanostructures. Ideally the DNCs
have to be uniformly implanted such that each nanoparticle in
the ensemble contains a similar and controllable DCC density
(number per unit volume). In reality, studies have shown that
This journal is ª The Royal Society of Chemistry 2013
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Fig. 1 (A) DNC dispersion in water, (B) a representative TEM image of a sample
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the density of DCCs is strongly and inversely correlated with the
size of the crystal.26–28 Unfortunately, as-synthesized DNCs
(whether by detonation29 or by high pressure high temperature
(HPHT)21,30) have extremely broad size distributions.

Looked at from another perspective, this inverse correla-
tion presents an opportunity to control the number of DCCs
per particle by controlling the particle's size. Indeed, over
the last several years, researchers have developed highly
accurate methods to separate particles by size.31 The most
accurate of those methods is density gradient ultracentrifu-
gation (DGU).31,32

Here, we demonstrate a facile scheme to prepare NV-con-
taining DNCs in controlled-size fractions, and to efficiently
quantify the density of their DCCs. We fabricated the DNCs by
milling micrometer-sized HPTP diamonds and then separated
them into size fractions by DGU. The nanocrystals were then
deposited as a dense monolayer on specially treated silicon
substrates, which enabled a uniform defect creation process
upon helium-ion irradiation. Using a simple standard confocal
setup, we quantitatively analyzed the ensemble of DNCs and
identied a relationship between the particle size and the
average number of NV defects per crystal. This relationship was
in good agreement with results from previous studies that used
more elaborate setups. Signicantly, our results suggest size
selection of nanocrystals provides a method to control the
number of defects per nanocrystal. An efficient approach to
control and quantify the concentration of DCCs will be useful to
researchers in the diamond community as the number of
interesting defects and ways to create them grow.
taken from the solution. Inset shows the selected-area electron diffractogram. (C)
Powder XRD of the material dried from the DNC dispersion.
Results and discussion

DNCs were prepared on a large scale by ball-milling micron-
sized synthetic HPHT diamond powder (210–250 mm).30 HPHT
diamond powder was chosen due its wide commercial avail-
ability, low-cost, high crystallinity and reasonably acceptable
purity. Moreover, HPHT crystals are more amenable to the
formation of NV centers of desirable optical and magnetic
properties than are detonation nanodiamonds, another
common diamond material. We modied the milling protocol
to increase the yield of nanocrystals and streamlined the puri-
cation process by ensuring that only steel parts (balls and jar)
came in contact with the diamond powder. All resulting steel
impurities were easily removed by acid in a post-milling puri-
cation process. Previous publications have suggested that ball
milling mixed with salt is an efficient method to reduce the size
of the nanocrystalline particles and to increase the solubility of
detonation nanodiamonds.33,34 Hence, the diamond powder
was further milled with NaCl and then dispersed in water aer
additional purication. The puried DNCs in solution are
shown in Fig. 1A. It is worth noting that DGU requires relatively
stable colloidal solutions of nanomaterials (i.e., individually
dispersed particles) to prevent aggregation, which would hinder
the size separation.

Dried DNC samples were investigated by transmission elec-
tron microscopy (TEM), electron diffraction and X-ray diffrac-
tion (XRD). The microscopic investigations revealed that the
This journal is ª The Royal Society of Chemistry 2013
samples consisted of highly faceted and irregularly shaped
mono-crystalline DNCs less than 100 nm in size (Fig. 1B).
Electron diffraction (inset, Fig. 1B) and XRD (Fig. 1C) studies of
these powders indicated that the DNCs were only in the dia-
mond cubic phase.

To study the formation of luminescent NV centers as a
function of nanocrystal size, it was necessary to separate the
polydispersed milled product (as shown in the TEM image in
Fig. 1B) into fractions of narrower size distributions. The
scientic literature contains a multitude of reports on frac-
tionation methods that separate nanoparticles or nano-
tubes.19,35,36 Specically, to separate DNCs, multi-step
centrifugation (i.e., pelleting) is widely used because it is easy to
perform with virtually any bench-top centrifuge.19,37 Yet, this
method is inherently awed because the fractions collected at
each step contain particles with various sedimentation coeffi-
cients due to the uniform dispersion of the particles throughout
the entire centrifuge tube. A much more accurate approach is
based on rate-zonal DGU (RZDGU), which also works by frac-
tionating nanomaterials according to their varying sedimenta-
tion coefficients (which is related to the particle size).33,36,38 This
method avoids the varying length of the sedimentation path by
layering the nanoparticle dispersion on top of a specially
prepared density gradient (20% to 60% sucrose solutions in this
Nanoscale, 2013, 5, 11776–11782 | 11777
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Fig. 2 (A) Image of a centrifuge tube containing DNC dispersion centrifuged in a density gradient. The resulting DNC fractions were collected and labeled depending
on their position along the height of the tube. (B) TEM images of fractions f1, f5, f10, f15, and f20. The inset of each image shows the average size and standard
deviation of the particles in each fraction.

Fig. 3 (A) SEM image of fractionated diamond from layer 10 spincoated on an
aminosilanized substrate. (B) Thresholded binary image from (A) used to deter-
mine the particle density.
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work). Thus, sedimentation during centrifugation starts while
all the nanoparticles are at nearly the same position with
respect to the height of the tube, thereby decreasing the overlap
of size distributions in neighbouring fractions. An additional
advantage of RZDGU over pelleting is that all fractions can be
collected aer one centrifugation run, which largely increases
the fractionation efficiency.

Aer layering on top of the gradient, the DNC dispersion was
then subjected to centrifugation for enough time to allow the
fastest sedimenting particles to traverse the centrifuge
tube without reaching its bottom. Subsequently, the contents of
the tube were collected into 20 fractions using a fractionator. An
image of the DNCs gathered in the density gradient aer
centrifugation is presented in Fig. 2A. We chose fractions f1, f5,
f10, f15, and f20 as candidates for further defect creation
studies by irradiation (vide infra). The choice was made based
on the sizes of the particles in these fractions, which were
representative of all crystal sizes present in the tube. TEM
images of the DNCs in the ve fractions are presented in Fig. 2B
(the average sizes and standard deviations of the DNCs in the
images are marked correspondingly). The statistical data of
these ve fractions clearly indicated good size separation,
considering the fact that RZDGU fractionation depends on the
sedimentation coefficients of nanoparticles whereas size
measurement by TEM depends on 2D projections of nano-
particles.33 These ve fractions were subsequently used in irra-
diation and optical characterization experiments.

Helium ion irradiation successfully and efficiently generated
defects in DNCs.18 Simulations indicate that a single He+ with a
few tens of keV energy can generate 20 to 40 vacancies
compared to 0.1 to 10 generated by MeV electrons or protons.39

The lower energy and dose allowed the use of inexpensive
commercial implantation services (Innovion, Core Systems);
however, the small penetration depth of He+ at the available keV
energy required that the diamond samples be deposited as thin
11778 | Nanoscale, 2013, 5, 11776–11782
lms. We found that DNC fractions deposited by spin-coating
on amino-silanized silicon formed dense monolayer lms. The
amino-terminated silicon promoted adhesion presumably by
electrostatic interaction with the net negative charge on the
diamond surface. Scanning electron microscopy (SEM; Fig. 3A)
and atomic force microscopy (AFM; not shown) images of the
spin-coated lms conrmed that the DNCs were deposited as
monolayers with minimal aggregation. Using these SEM images
and the average crystal sizes determined from high-resolution
TEM, we also calculated the nanocrystal density of each lm to
This journal is ª The Royal Society of Chemistry 2013
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Fig. 4 Optical characterization of single NV luminescence. (A) Confocal 650–800 nm fluorescence image of drop-cast milled nanodiamond from f20 without irra-
diation. (B) and (C) Emission spectra and photon autocorrelation functions of NV centers within a focused laser spot placed in the regions indicated by arrows in (A).

Fig. 5 Fluorescence characterization of irradiated nanodiamond films. (A)
Confocal fluorescence images of f1, f5, f10, f15, and f20. The scale bar is 10
microns, and the image contrast is displayed from 0–5 � 104 counts per second.
(B) Emission spectra from regions indicated by arrows in (A). Single peaks are the
result of CCD detector noise. (C) The average NV content of nanocrystals as a
function of size was estimated from the integrated luminescence intensity and
nanodiamond film density. The error associated from each point is approximately
6% on the y-axis based on fluorescence from �105 particles per image. The red
solid curve is a least squares fit to y¼ A exp(�Bx), and the blue dotted curve is a fit
to y ¼ Ax3.
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permit comparison of photoluminescence data from each size
fraction (Fig. 3B). The spin-coated DNC lms were then irradi-
ated with 20 keV He+ and annealed at 800 �C for two hours
under high vacuum (10�7 Torr) to form NV centers with
intrinsic substitutional nitrogen present in the crystals. To
minimize background emissions from graphite or other
contaminants, the annealed samples were thermally oxidized at
465 �C for 30 minutes in pure oxygen.

Quantitative analysis of the NV content in diamonds is
typically done by measuring the photon autocorrelation func-
tion, g(2)(t).40 Because a single NV center can emit only one
photon at a time, the g(2)(t) of a single NV center excited with a
CW source exhibits antibunching behavior, g(2)(t) ¼ 0, with zero
lag time. When more than one NV is present, the contrast at
g(2)(0) diminishes as g(2)(0) ¼ 1 � 1/N, making it possible to
quantify a small number of NV centers within the observed
confocal spot. This approach is time consuming, however,
and is not practical for characterizing the NV content of the
milled DNCs described here, in which the number of NV centers
is expected to vary considerably among individual nanocrystals.
Instead, we used the intensity of the luminescence as a measure
of the NV content by rst measuring the photoluminescence
count rate of a known number of NV centers using our confocal
microscope (Fig. 4). The autocorrelation function was measured
from regions of a sample containing DNCs with a low NV
concentration, allowing the count rate per NV center to be
estimated. Fig. 5A and B present confocal uorescence images
and emission spectra of the DNC lms aer irradiation and
annealing. The variable apparent position of NV phonon side-
bands in Fig. 4B and 5B are probably the result of emission from
sp2 carbon, which would most likely appear within the grain
boundaries of fast sedimenting ND aggregates.41 Additional
defects, such as GR1, could also have been introduced during
implantation.42 Nonetheless, the PL intensities show a clear
dependence on the average crystal size. Aer taking into
account the lm density and the NV emission rate, we calcu-
lated the average number of NV centers per nanocrystal for each
sized fraction (Fig. 5C). The error associated with the data
points in Fig. 5C is approximately 6% along the y-axis based on
This journal is ª The Royal Society of Chemistry 2013
uorescence measurements of �105 particles and the standard
error of two g(2) experiments to correlate NV number with
uorescence counts; while uncertainty along the x-axis ranges
from �30 to 50% according to the size distribution of each ND
fraction as shown in Fig. 2.

The NV concentration we observed for all crystal sizes (<1
ppm) was substantially lower than the typical 200 ppm
concentration of nitrogen in the HPHT diamond powder used
in this study. Moreover, assuming that the actual number of
color centers follows a Poisson distribution, we note that more
than 63% of the �37 nm nanocrystals contained no NV centers.
To rule out the possibility that a failure in our sample prepa-
ration was responsible for the low NV yield, we performed the
Nanoscale, 2013, 5, 11776–11782 | 11779
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same analysis on a sample of commercially purchased uores-
cent DNCs (Academia Sinica) with an average crystal size of 35
nm that was prepared in a similar manner. We observed 0.96 NV
centers per particle on average, which matches well with 0.97
NV centers in the 37 nm particles prepared in our study.

Photon autocorrelation analysis was previously used to
demonstrate that the luminescence from tens of NV centers in
electron- or proton-irradiated DNCs as small as 5 nm was
stable. Other experimental and theoretical studies, however,
showed that NV luminescence is unstable in small nano-
crystals exhibiting intermittent blinking or quenching and is
not formed efficiently due to the high probability of vacancies
diffusing to the surface.27,28,41 We conrm the latter results,
suggesting that formation of stable NVs becomes increasingly
rare, even aer accounting for the nanocrystal volume (Fig. 5C,
dotted curve). Instead, we observe a trend with better agree-
ment with a thermodynamic model of NV formation and
stability (Fig. 5C, red solid curve).27 The discrepancy between
these results and others30,43,44 demonstrating large concentra-
tions of NV centers is likely attributable to bias from selection
of luminescent particles. Rather than selecting isolated lumi-
nescent DNCs for analysis, our method allows unbiased
sampling of large ensembles of DNCs, including those with no
NV centers, providing a far more accurate description of the
NV content.
Conclusion

We have demonstrated a simple method for the preparation of
uorescent DNCs with controlled sizes using RZDGU and
subsequent He+ irradiation. Depositing the DNCs as a monolayer
on a substrate enabled the creation of more uniform NV centers
on all particles. We have devised an efficient technique to count
the average number of NV centers per DNC. Optical studies
performed on size-separated DNCs indicated a strong inverse
correlation between the crystal size and NV concentration. Under
the experimental conditions described in this work, DNCs
around 37 nm in size contained on average about one NV center
per particle. The number of NVs per crystal decreased dramati-
cally at sizes below 37 nm and increased rapidly at sizes above
37 nm. Since the number of NV centers per particle can be
mapped to the particle size, our work suggests that particle size
separation can serve to control the number of defects within a
crystal. Our future work will include studies of the size-dependent
properties of other defect color centers in DNCs and of the
chemical functionalization of the surface of the nanocrystals to
enable bottom-up strategies for the placement and self-assembly
of particles with specic number of color centers.
Experimental methods
Raw material and chemicals

The raw material used for our experiments was HPHT micron-
diamond powder (Element six PDA999). The powder comprises
crystalline synthetic diamonds with high impact strength,
thermal stability and uniformly octahedral shapes in a size
range of 210–250 microns and nitrogen at 200 ppm.
11780 | Nanoscale, 2013, 5, 11776–11782
Hydrochloride, perchloride, hydrochloric and nitric acids
(Sigma Aldrich) were used to clean contaminants (iron and non-
diamond carbon obtained during the ball-milling process) from
the DNCs aer milling. The DNCs were dispersed in MilliQ
water (18 MU).

Milling

To convert the microdiamond powder into DNCs (<100 nm) in
one simple and easy step, we used the ball-milling technique
with hardened steel balls (f¼ 5mm) in a 50mL jar. A few grams
(2 to 3 grams) of micron-diamond powder were mixed with 5mL
of MilliQ water and 70 g of hardened steel balls (approximately
1 : 30 diamond : balls) in the jar. The milling process was
carried out following an optimized program: 1 hour of milling
followed by a 30 minutes break for a total grinding time of
20 hours.

Aer milling, we obtained a viscous slurry of nanodiamonds
contaminated by iron and carbon. We treated the slurry with
HCl to dissolve the excess iron; the DNCs appeared to be gray
aer cleaning with MilliQ water. Aerwards, the DNCs were
boiled with a mixture of acids (H2SO4 : HNO3 : HClO4)
(1 : 1 : 1 v/v) at 120 �C for 1 hour under reux. The DNCs turned
white, which suggested that the non-diamond carbon and all
other metal contents that had persisted aer the HCl treatment
had been removed. Finally, the particles were dispersed in
MilliQ water and then centrifuged to form precipitates. The
precipitates were collected and dispersed in water again. This
rinsing procedure was repeated several times. The as-obtained
particles were then dried for the subsequent salt-assisted
milling procedure in which 300 mg as-obtained powders were
mixed with 2.1 g NaCl and 50 g of steel balls in the jar and
milled at 400 rpm for 15 h (1 h intervals with a 30 minutes
break). The milled products were then dispersed in HCl solu-
tion to remove any iron contaminants. Finally, the particles
were dispersed in water aer the rinsing procedure.

Fractionation

A customized gradient station and a six-piston fractionator
manufactured by BioComp Instruments Inc. (Fredericton, NB,
Canada) were used in the fractionation procedure for preparing
the density gradients and collecting the fractions, respectively.
Centrifugation was carried out in a Thermo Scientic ultra-
centrifuge (WX Ultra 90) using a Superspin 630 rotor and Nal-
gene tubes (38 mL, Thermo Scientic).

We chose 20–60 wt% sucrose aqueous solutions to prepare
the continuous density gradient. A 20 wt% sucrose solution was
rst laid at the bottom of the centrifuge tube up to the 45%
level, with a 12 mL Norm-Ject syringe (Henke Sass Wolf) and a
Vita 14 steel needle, and then a 60 wt% sucrose solution of the
same volume was slowly injected to the bottom to ensure that
there was a sharp interface between the two solutions. Contin-
uous density gradients were obtained through tilted tube rota-
tion using a gradient station with built-in programs. Then,
1.6 mL of previously prepared DNC solution was laid on the top
of the as-prepared gradient solution with a 1.0 mL BD syringe
(Becton, Dickinson and Company) and a disposable Pasteur
This journal is ª The Royal Society of Chemistry 2013
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pipette (Fisher Scientic) and the tube was balanced before
being placed in the ultracentrifuge. The centrifuge process was
carried out at the speed of 20 000 rpm for 30 min. Finally,
fractions were collected with a six-piston fractionator. For
further characterization and application, the collected fractions
were rinsed several times by centrifuging and replacing the
solvent with MilliQ water until the density of the nal disposed
water (measured by a Density Meter, DMA 35) was equal to that
of pure water.

Structural characterization

A high-resolution transmission electron microscope (HRTEM;
Titan G2 80-200, FEI Co.) was utilized to investigate the sizes
and structures of the primary particles. Aqueous solutions of
DNCs were dried on 300 mesh Au grids (Ted Pella Inc., USA) and
characterized with an acceleration voltage of 300 kV. The
particle size histograms were obtained by counting over 150
particles per sample.

We used X-ray diffraction (XRD; Bruker D8 Advance, Cu
lKa1 ¼ 1.5406 Å, increment: 0.1 degree per step, scan speed:
1 second per step) to study the phase purity of the DNCs.

Diamond lm preparation and He+ implantation

DNC fractions in a water suspension were deposited on silicon
substrates by spincoating at 2000 rpm. To promote adhesion of
the DNCs, the substrate was pre-treated with a 2% solution of
aminopropyltriethoxysilane (APTES) in ethanol for twominutes,
rinsed in water, and heated at 100 �C for 30 minutes. DNCs
deposited in this way formed uniformly dispersed monolayer
lms with minimal aggregation. The DNC density was deter-
mined from scanning electron micrographs (SMEs) of the lms.
Using Image J soware, the diamond lling fraction on the
underlying substrate was calculated by converting the SEM
images into binary black and white using a manually set
intensity threshold. The number of DNCs per unit area was
determined assuming a square footprint and knowledge of the
average size measured from the TEM images.

DNC lms were irradiated with 20 keV He+ at a dose of 5.9 �
1012 ions per cm2 using a commercial implantation service
(Innovion, San Jose CA). The irradiated DNCs were annealed at
800 �C for two hours at a pressure of 7 � 10�7 Torr, followed by
thermal oxidation at 465 �C for 30 minutes in 100% oxygen at
atmospheric pressure. Freely available stopping range in matter
(SRIM) soware was used to estimate the ion implantation
range and concentration of generated vacancies.39

Optical characterization

DNC lms were characterized using a home-built confocal
microscope. A 532 nm diode pumped solid-state laser was
focused onto the samples with an air immersion objective
(Olympus LUCPlanFLN 40� 0.6 NA), and a steerable mirror
(Newport) scanned both the laser and the emitted light. Fluo-
rescence was passed through a dichroic mirror, bandpass
ltered (650–800 nm), and coupled to a single-mode optical
ber, which served as the confocal pinhole. Avalanche photo
diodes (APD, Perkin Elmer) were used for photo detection and
This journal is ª The Royal Society of Chemistry 2013
photon statistics. Emission spectra were measured with a
grating spectrometer (Jobin Yvon iHR550, 76 mm � 76 mm
monochromator with 150 g mm�1 grating) and a CCD camera.
Extended data acquisition times (30–60 seconds) for spectral
measurements increased the frequency of noise originating
from cosmic rays. The resulting single point peaks in the
spectra were not ltered from the raw data because they were
distinct from the much broader emission lines of NV centers.

Photon autocorrelation functions of single NV centers were
measured to determine the luminescence intensity of NVs on
our microscope. Fluorescence emissions were split into two
channels using a beam splitter and detected with separate
avalanche photodiodes in the Hanbury Brown and Twiss
congurations. Photon coincidence in each channel as a func-
tion of the delay time was analyzed with a time-correlated single
photon counting module (Picoharp). The raw coincidence
counts, c(t), were normalized to the coincidence rate at long
delay times (where single emitters are equivalent to a Poisson-
distributed source) using the formula CN(t) ¼ c(t)/N1N2wT,
whereN is the detected photon count rate in channels 1 and 2,w
is the time bin size, and T is the total acquisition time. Back-
ground correction accounting for APD dark counts and non-NV
luminescence gave the autocorrelation function g(2)(t)¼ [CN(t)�
(1 � r2)]/r2, where r ¼ S/(S + B) is the signal- (S) to-background
(B) ratio. The number of NV centers, N, was calculated from the
contrast in g(2) at zero lag time according to N ¼ 1/(1 � g(2)(0)).
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